
 
     

BN 615
Pozi pan head chipboard screws
form Z, standard threaded 

Steel case-hardened 

zinc plated blue, waxed 

 

 Fasteners steel case-hardened electroplated coatings:
susceptible to hydrogen embrittlement! Further notice to
residual risks can be found in the introduction section (I). 

Other documentations: www.spax.com

Article#  d1  d2  k max.    L

1340808  3  6  2,3  1  10 

1148257  12 

5002354  15 

1148265  16 

1083252  20 

1083260  25 

1083279  30 

1148273  3,5  7  2,5  2  12 

5402816  13 

5402817  15 

1198890  16 

1083317  20 

1083325  25 

1083333  30 

1083341  35 

1224395  40 

1148303  4  8  2,9  2  12 

5402819  15 

1148311  16 

5402820  17 

1083392  20 

1083406  25 

1083414  30 

1083422  35 
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Article#  d1  d2  k max.    L

1083430  4  8  2,9  2  40 

1224409  45 

1224417  50 

5509246  60 

3460530  4,5  9  3,1  2  12 

1148338  16 

1083465  20 

1083473  25 

1083481  30 

1083503  35 

1083511  40 

1083538  45 

1224425  50 

3460531  60 

1154958  5  9,9  3,4  2  16 

1083554  20 

1083570  25 

1083589  30 

1083597  35 

1083600  40 

1083627  45 

1083635  50 

1224441  60 

5521938  70 

3272642  80 

3460532  90 

3460534  6  11,9  4  3  20 

3460535  25 

3460536  30 

3460537  35 

1145177  40 

1145185  45 

1145193  50 

1145207  60 

1224476  70 

1340816  80 

1340832  90 

1340964  100 
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