
BOX - INSIDE
 

LID - INSIDE 
 

ASSEMBLY - TOP
 

SECTION  B-B
 

SECTION  A-A
 

INNER PANEL
 RP1025

Material: ABS (UL94-HB),  Light Gray color

Suggested Lid Screw Torque: 30 ozf-in (21 cN-m)

GASKET: EDPM Cord.

Lid Screws: M3.5 x 10,  304 Stainless 

Circuit Board Screws, 4 Supplied (M3 self tap)
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B B
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A A

54.98 mm
[2.165 in]

59.98 mm
[2.362 in]

38.00 mm
[1.496 in]

13.73 mm
[0.540 in]

60.50 mm
[2.382 in]

65.50 mm
[2.579 in]

52.00 mm
[2.047 in]

57.00 mm
[2.244 in]

40.00 mm
[1.575 in]

35.00 mm
[1.378 in]

6.00 mm
[0.236 in]

59.16 mm
[2.329 in]

41.98 mm
[1.653 in]

36.98 mm
[1.456 in]

60.46 mm
[2.380 in]

M3.5  Stainless Steel Lid Inserts

Type 304 Stainles  4X

52.00 mm
[2.047 in]

53.00 mm
[2.087 in]

48.00 mm
[1.890 in]

58.16 mm
[2.290 in]

53.16 mm
[2.093 in]

n2.50 mm
[0.098 in]

   2x

R4.42 mm
[0.174 in]

  4x

R1.58 mm
[0.062 in]

  8x

NOT

SUPPLIED

39.00 mm
[1.535 in]

38.00 mm
[1.496 in]

40.00 mm
[1.575 in]

0.40 mm [0.16in] 

 Recess

65.46 mm
[2.577 in]

CP-


