
EW-PA extender

Technical dataMaterial
Polyamide

EW-PA
The extender made of polyamide.
Transition from small to large thread.

Temperature range: -40°C up to +100°C

Colours: light grey
RAL: 7035

halogen-free
phosphor-free
silicone-free
cadmium-free

Note
Black on request.

Dimensions
Thread size outsideG
Thread size insideIG

from metric to metric
Net EUR/100 items at a purchase ofUnitSize

metr.
inside

Size
metr.
outside

Part no.
501 - 1000101 - 500up to 100

o. r.o. r.o. r.100M16 x 1,5M12 x 1,598585
o. r.o. r.o. r.100M20 x 1,5M16 x 1,598586
o. r.o. r.o. r.100M25 x 1,5M20 x 1,595099
o. r.o. r.o. r.50M32 x 1,5M25 x 1,598587
o. r.o. r.o. r.50M40 x 1,5M32 x 1,598588
o. r.o. r.o. r.25M50 x 1,5M40 x 1,598589

from PG to PG
Net EUR/100 items at a purchase ofUnitSize

PG
inside

Size
PG
outside

Part no.
501 - 1000101 - 500up to 100

o. r.o. r.o. r.1009790076
o. r.o. r.o. r.10011990077
o. r.o. r.o. r.10013,51190078
o. r.o. r.o. r.100161196618
o. r.o. r.o. r.1001613,590079
o. r.o. r.o. r.50211690080
o. r.o. r.o. r.25292190081
o. r.o. r.o. r.20362990082
o. r.o. r.o. r.10423690083
o. r.o. r.o. r.5484290084

Dimensions and specifications may be changed without prior notice.

68

o. r. = on request 


