
Inclined handles

GN 565.2  

technical informations

Aluminium. Oval cross section bar.
- Version BL: natural aluminium.  
- Version SW: RAL 9005 black colour, matte finish, epoxy resin coating.  
- Version EL: anodised, natural colour, matte finish. 

Tapped blind holes.

Different lengths.

Material

Assembly

Special executions on request (For sufficient quantities)



Standard Elements Main dimensions Mounting holes Weight

Description L f h h1 B l l1 +1 l2 l3 l4 d p g

GN 565.2-20-112-BL 125 112 48 32 13 20 13.5 24 50 32 M6 10 99

GN 565.2-20-112-SW 125 112 48 32 13 20 13.5 24 50 32 M6 10 100

GN 565.2-20-112-EL 125 112 48 32 13 20 13.5 24 50 32 M6 10 99

GN 565.2-20-128-BL 141 128 48 32 13 20 13.5 24 50 32 M6 10 110

GN 565.2-20-128-SW 141 128 48 32 13 20 13.5 24 50 32 M6 10 112

GN 565.2-20-128-EL 141 128 48 32 13 20 13.5 24 50 32 M6 10 110

GN 565.2-26-128-BL 145 128 54 34 17 26 18 32 57 34 M8 12 190

GN 565.2-26-128-SW 145 128 54 34 17 26 18 32 57 34 M8 12 192

GN 565.2-26-128-EL 145 128 54 34 17 26 18 32 57 34 M8 12 190

GN 565.2-26-160-BL 177 160 54 34 17 26 18 32 57 34 M8 12 222

GN 565.2-26-160-SW 177 160 54 34 17 26 18 32 57 34 M8 12 225

GN 565.2-26-160-EL 177 160 54 34 17 26 18 32 57 34 M8 12 222
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