Art No. HD0007

## HDMI Switch 3 to 1

The high performance mini HDMI Switch 3 to 1 HD0007 is compatible with most devices like HD-DVD, Sky-HD, STV, PS3, Xbox360 etc., and provides the multiple resolution up to 1080p. The HDMI Amplifier Switch of HD0007 not only has the key-press-switching function, but also has intelligent function. That is to say, as soon as the power supply of the source equipment is switched, this switcher will respond automatically.

## Feature:

- Multifunctional on switching: intelligent or mechanical
- Supports HDMI High Speed
- Supports highest video resolution 1080p
- Supports $250 \mathrm{MHz} / 2.5 \mathrm{Gbps}$ per channel ( 7.5 Gbps all channel) bandwidth
- Supports 12 bit per channel (36bit all channel) deep color
- HDCP pass-through
- Supports uncompressed audio such as LPCM


## Package Contents:

- $1 \times 3$ to 1 HDMI Switch
- 1 x User Manual


## Packaging Information:

- Packing Dimension: 137x244x58 mm
- Packing Weight: 0.16 kg
- Carton Dimension: $540 \times 270 \times 270 \mathrm{~mm}$
- Carton Q'ty: 20pcs
- Carton Weight: 4.1 kg


Specification:

| Signal Inputs/Output |  |
| :---: | :---: |
| Input DDC Signal | 5 volts p-p (TTL) |
| Maximum Single Link Range | 1920x1080p |
| Output Video | HDMI High Speed |
| Operating Frequency |  |
| Vertical Frequency Range | $50 / 60 \mathrm{~Hz}$ |
| Video Amplifier Bandwidth | $2.5 \mathrm{Gbps} / 250 \mathrm{MHz}$ |
| Resolutions(HDTV) |  |
| Interlaced (50\&60Hz) | 480i, 576i, 1080i |
| Progressive (50\&60Hz) | 480p, 576p, 720p, 1080p |
| Environmental |  |
| Operating Temperature | 0 to $+70^{\circ} \mathrm{C}$ |
| Operating Humidity | 10\% to $85 \%$ RH (no condensation) |
| Storage Temperature | $-10^{\circ} \mathrm{C}$ to $+80^{\circ} \mathrm{C}$ |
| Storage Humidity | $5 \%$ to $95 \% \mathrm{RH}$ (no condensation) |
| Power Requirement |  |
| External Power Supply | No power needed |
| Power consumption (Max) | 5W |




