
O-ring FKM

Technical dataMaterial
FKM

O-ring FKM
O-rings for sealing against water, dust, and

oil. Made by FKM for large temperature

range.

Temperature range: -40°C up to +200°C

halogen-free

Application
phosphor-free

silicone-free

cadmium-freePlant and machine construction

Robot construction

Automation technology

Vehicle construction and shipbuilding
DimensionsRail technology

Outer diameterDInstallation technology
Inner diameterdControl cabinet construction
Thicknesss

for metric thread
Net EUR/100 items at a purchase ofUnitThickness

mm

Outer Ø

mm

Inner Ø

mm

Size

metr.

Part no.

501 - 1000101 - 500up to 100

o. r.o. r.o. r.1001,513,010,0M12 x 1,598594

o. r.o. r.o. r.1001,515,012,0M16 x 1,598595

o. r.o. r.o. r.1001,820,617,0M20 x 1,598596

o. r.o. r.o. r.1002,026,022,0M25 x 1,5904282

o. r.o. r.o. r.1002,033,029,0M32 x 1,5904283

o. r.o. r.o. r.502,039,035,0M40 x 1,5904284

o. r.o. r.o. r.502,047,043,0M50 x 1,5904285

o. r.o. r.o. r.502,059,055,0M63 x 1,5904286

for PG thread
Net EUR/100 items at a purchase ofUnitThickness

mm

Outer Ø

mm

Inner Ø

mm

Size

PG

Part no.

501 - 1000101 - 500up to 100

o. r.o. r.o. r.1001,513,010,0797753

o. r.o. r.o. r.1001,515,012,09904287

o. r.o. r.o. r.1001,819,616,011904288

o. r.o. r.o. r.1001,820,617,013,5904289

o. r.o. r.o. r.1001,521,018,01696662

o. r.o. r.o. r.1002,030,026,021904290

o. r.o. r.o. r.502,037,033,029904291

o. r.o. r.o. r.502,047,043,036904292

o. r.o. r.o. r.252,054,050,042904293

o. r.o. r.o. r.252,059,055,048904294

Dimensions and specifications may be changed without prior notice.
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o. r. = on request


