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 ■ sledge hammer with convex (domed) striking face 
 ■ special heat treated head with a soft striking face and with a hard core 
 ■ the soft striking face avoids fractures or chipping and the hard core safeguards the head to 

the handle 
 ■ the unbreakable handle is made of rubber reinforced with a high carbon steel spring rod 
 ■ ansI/htI B173-1991, astm a576 (head), astm a421 (handle) 
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B
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C
mm g

489-1100 0133055 1 94 294 45 1100 1820

489-1800 0133062 1 116 300 49 1800 2720

489-2700 0133079 1 151 752 53 2700 4540

489-3600 0133086 1 167 788 59 3600 5900

489-4500 0133093 1 178 797 68 4500 6800

489-5400 0133109 1 192 795 66 5400 7700

German DIn hammer

 ■ German DIn locksmith’s hammer for use on metal 
 ■ handle of first class genuine ash, straight grained, without knots 
 ■ DIn 1041 
 ■ Gs certification 
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mm

B
mm

C
mm g

481-100 8005030 4 82 260 15 100 160

481-200 8005047 4 95 260 19 200 260

481-300 8005054 4 105 300 23 300 420

481-400 8005061 4 112 300 25 400 520

481-500 8005078 4 118 300 27 500 620

481-800 8025540 4 130 350 29 800 980

481-1000 8005092 4 135 350 36 1000 1180

481-1500 8025533 2 145 385 42 1500 1700

METAL WORKING AND INDUSTRIAL HAMMERS

489

INSTRUMENT AND WORKSHOP HAMMERS

481




