Applications:

Special DMX cable with small diameter
composed of:

-n° 1 Digital audio cable 110 Q (A)

-n° 3 Power conductors (B)

Characteristics:

A) Conductors:  O.F.C. tinned copper

Cond. Insulation: PPE

Core colours: Red, Blue

Textile fillers between conductors

Drain wire: O.F.C. tinned copper

Total taping in unweaved polyester

Shield: Spiral covering 100%
O.F.C. red copper

Inner Sheath: Flame Retardant PVC

B) Conductors:  O.F.C. red copper

Cond. Insulation: Flame Retardant PVC

Core colours: Brown, Blue, Yellow/green

Waste filler among elements

Total taping in unweaved polyester

Total Sheath: Flame Retardant PVC
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Applications:

Special DMX cable composed of:
-n° 1 Digital audio cable 110 Q (A)
-n° 1 Power cable (B)

Characteristics:
A) Conductors:  O.F.C. tinned copper
Cond. Insulation: PPE

Core colours: Red, Blue
Textile fillers between conductors
Drain wire: O.F.C. tinned copper
Total taping in unweaved polyester
Shield: Spiral covering 100%
O.F.C. red copper
Inner Sheath: Flame Retardant PVC
B) Conductors:  O.F.C. red copper
Cond. Insulation: Flame Retardant PVC
Core colours: Brown, Blue, Yellow/green
Inner Sheath: Flame Retardant PVC

Waste filler and PVC between elements

Total taping in unweaved polyester

Total Sheath: Flame Retardant PVC
CEl 20-22/1I°

Sheath colour: Black
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